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1 TANTUM 15/25/35
Packages with storage tank

+

Package contents
» Condensing boiler TANTUM 15/25/35 heater with energy 

effi ciency pump
» Outdoor temperature sensor
»  Floor-mounted storage tank (120, 160, 200, 300 litre)
»  Storage tank sensor
» Connection set / storage tank connection
»  Ball valve connection set, surface-mounted incl. gas tap
» Boiler connection fi tting 80/125

TANTUM 15/25/35 heater packages with storage tank

Floor-mounted storage tank
(120, 160, 200, 300 litre - for further information 

on the storage tanks - page 12, 64, 65)
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1TANTUM 15/25/35
Packages with storage tank

Tantum 15/25/35 – heater with storage tank package Energy efficiency class Order No. Price/€

HANSA TANTUM 15/Boiler 3.2-15.9 kW 
with floor-mounted storage tank 120 litre

1004412 3,020.00

HANSA TANTUM 25/Boiler 4.0-24.7 kW 
with floor-mounted storage tank 120 litre 

1003542 3,080.00

HANSA TANTUM 15/Boiler 3.2-15.9 kW 
with floor-mounted storage tank 160 litre

1004413 3,059.00

HANSA TANTUM 25/Boiler 4.0-24.7 kW 
with floor-mounted storage tank 160 litre 

1003765 3,205.00

HANSA TANTUM 25/Boiler 4.0-24.7 kW 
with floor-mounted storage tank 200 litre 

1003942 3,502.00

HANSA TANTUM 35/Boiler 5.9-33.7 kW 
with floor-mounted storage tank 200 litre 

1004414 3,585.00

HANSA TANTUM 35/Boiler 5.9-33.7 kW 
with floor-mounted storage tank 300 litre

1004415 3,959.00

TANTUM 15/25/35 heater with storage tank
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1 TANTUM 15/25/35
Packages with solar energy storage unit

+

Package contents
» Condensing boiler TANTUM 25 heater with energy effi ciency pump
» Outdoor temperature sensor
»  Solar station (for technical data - see page 17)
»  Storage tank sensor
» Connection set / storage tank connection
»  Ball valve connection set, surface-mounted incl. gas tap
» Boiler connection fi tting 80/125
» Solar package (2, 3 or 5 collectors)
» Storage tank (300, 400, 825 litre)

TANTUM 15/25/35 heater packages with solar system

HANSA TANTUM 25
Solar 2/300 VdZ1536225469024762700
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Storage tank 
(300, 400, 825 litre - for further information on 

the storage tanks - see page 64-65)

Solar package
(2, 3 or 5 collectors - for further information 

on solar - page 62)
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1TANTUM 15/25/35
Packages with solar energy storage unit

Solar package Unit 2/300 3/400 5/900

Number of collectors 2 3 5

Gross collector area m² 4.12 6.18 10.30

Absorber area m² 3.80 5.70 9.50

Piping Serpentine, 
2x connections

Serpentine, 
2x connections

Serpentine 
2x connections

Connections mm 12 12 12

max. operating pressure bar 10 10 10

Solar expansion vessel l 25 25 25

Solar liquid kg 20 20 40

Absorber material Copper Copper Copper

Weight per collector kg 35 35 35

Tank type HABSS 300 HABSS 400 EHS 900

Contents l 287 371 829

HE area top/bottom m²/m² 1.1/1.4 1.1/1.8 7.7*/2.8

Storage tank diameter incl. insulation mm 660 800 990

Tilted size mm 1725 1810 2085

Weight kg 133 162 221

Solar system technical data

Packages Energy efficiency class Order No. Price/€

TANTUM 15/Boiler 3.2-15.9 kW with hot water solar package 2/300 1004416 5,999.00

TANTUM 25/Boiler 4.0-24.7 kW with hot water solar package 2/300 1003875 6,026.00

TANTUM 15/Boiler 3.2-15.9 kW with hot water solar package 3/400 1004417 6866.00

TANTUM 25/Boiler 4.0-24.7 kW with hot water solar package 3/400 1003965 6,902.00

TANTUM 15/Boiler 3.2-15.9 kW with heating and hot water solar package 5/900 1004418 10,500.00

TANTUM 25/Boiler 4.0-24.7 kW with heating and hot water solar package 5/900 1003966 10,600.00

Contents TANTUM 15/25/35 heater with solar system

* Surface of the stainless steel corrugated pipe heat exchanger for domestic water heating

*TWW = Domestic hot water

XL A+

XL A+

XL A++

XL A++

XL A
A

Sy
st

em

++

+

XL A
A

Sy
st

em

++

+


	HHT_Preisliste_2021_EN-14
	HHT_Preisliste_2021_EN-15
	HHT_Preisliste_2021_EN-16
	HHT_Preisliste_2021_EN-17



